
Hydro Cyclone GRU

Take out the oil container and ensure you have:

1. Main unit with sealable lid

2. Oil �oat valve

3. Square head 1/2” plug

4. Spring return lever - Ball valve

5. Barrel nipple 1”

6. Flow control device (optional)

7. Lid screws

8. Food Basket

9. Bottom perimeter rubber seal

Installation Manual

UNWRAPPING AND PRE INSTALLATION
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If you have any damaged or missing parts then please 
call your local Hydro Cyclone distributor immediately.!

Unwrap your Hydro Cyclone GRU with care, lift up the lid 
by releasing the two screws.



Tighten the cover evenly with all screws

Gently push Oil �oat valve into the vertical housing.

Find the best location for the Hydro Cyclone

• Ensuring there is enough room for Inlet, outlet and silt
valve pipe work.

• Good front access to the Food Basket and FOG Container.

• Good vertical access to the Oil Float Valve hinged lid for
the FOG container.

• Ensure the surface is level to ensure efficient operation.

After choosing the right location, install the following 
components.

INSTALLATION
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Install the FOG Container by gently pushing it into the 
vertical housing.

Note: If the Oil container is not �tted properly in place then 
the hinged lid will not close.
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The integral �ow controller provided with the Hydro 
Cyclone (optional) should be gently pushed in the inlet 
connection before connecting any pipework. Its purpose is 
to regulate the flow so that it does not exceed the capacity 
of the Hydro Cyclone. Please ensure the narrow end of the 
�ow control is closest to the Hydro Cyclone inlet.

Screw the Square head 1/2” plug into the sample point of 
Hydro Cyclone unit. Use PTFE tape to ensure a good seal.
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Install the spring operated self - closing silt valve at the 
inlet end of the unit using the 1” barrel nipple �tting 
provided and PTFE tape. Lift the inlet end off the floor to 
enable this. Ensure that the handle is opening away from 
the unit to enable it to be opened completely.



Plug power cord into the socket provided by the site.

Note: If you switched power on before the Hydro Cyclone is 
�lled with water, there is no danger of �re or damage of 
heating element.
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The Food Basket �ts into inlet chamber and should be in 
place prior to any water entering the unit. its designed to 
ensure that it can only be installed in the correct oriention.

9

Note: Our new, Patent Pending inlet shutter stops food waste 
penetration into the GRU even when the Food Basket is 
removed.
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www.fogfellowdesigns.com




